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Anchorage A B C D ØE ØF G

XU2-13 150/195* 48 114 64 49 65 60

XU2-15 158 58 134 74 56 90 65

XU2 SYSTEMS
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ØE ØF
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*Non-encapsulated/Encapsulated
All dimensions in mm.
The wedges are available in three different sizes; 13 mm, 15.2 mm and 15.7 mm.
Special 13 mm wedges in 15 mm form can be provided to allow 15 mm systems to be used with 13 mm strand.
Only standard accessories are shown, other accessories are available Wedge Force Transfer Unit 
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XU2 ANCHORAGES BEFORE CONCRETING

XU2 ANCHORAGES AFTER CONCRETING

MONOSTRAND JACKS

Jack Anchorage Ø Strand A* B C D
E  

Elongation 
Stroke

Total 
Clearance**

250 kN HR XF 13/15 220 415 100 70 190 925

250 kN HR XU2 13/15 175 370 100 70 190 835

HOLLOWRAM JACK CLEARANCE

All dimensions in mm.
*Minimum length of strand.
**Total clearance shown is based on jack stroke. Lower clearance is needed if elongation is less than the stroke.

STRESSOMATIC MKII JACK CLEARANCE

Jack Anchorage Ø Strand A* B C D
E  

Elongation 
Stroke

Total  
Clearance**

250 kN XF 13/15 265 835 100 70 190 1390

250 kN XU2 13/15 230 800 100 70 190 1320

All dimensions in mm. 
* Minimum length of strand.
**Total clearance shown is based on jack stroke. Lower clearance is needed if elongation is less than the stroke.
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Sealing Cap O-Ring

POST-TENSIONING SYSTEMS

Grout Entry
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Anchorage
No. of

Strands
13 /15 mm

Duct 
Size 
mm

Duct 
Area 
mm2

A

B

C

D
E*

13/15 mm
F G H

I J

KStd. 
Pocket 
Former

Grout Cap 
Pocket 
Former

Std. 
Pocket 
Former

Grout Cap 
Pocket 
Former

Std. 
Pocket 
Former

Grout Cap 
Pocket 
Former

Std. 
Pocket 
Former

Grout Cap 
Pocket 
Former

XF-10 3/2 18 x 42 684 80 95 91 108 123 66 39/44 242 56 33 125 140 97 112 102

XF-20 5/4 18 x 69 1174 100 110 126 155 170 80 39/44 300 83 33 167 182 112 122 102

XF-30 6/5 18 x 86 1484 100 110 151 190 205 80 39/44 332 100 33 202 217 112 122 102

XF SYSTEM

All dimensions in mm.
*Dimension E is the distance the anchor head protrudes from the force transfer unit (FTU).
Overall thicknesses of 13 mm and 15 mm anchor heads are 40 and 45 mm respectively.
Special 13 mm wedges in 15 mm form can be provided to allow 15 mm systems to be used with 
13 mm strand. It is possible to use CCL XF Anchorages with a number of strands fewer than the 
maximum number specified. In this case, strands are omitted from the standard anchor head.
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XF ANCHORAGES BEFORE CONCRETING

XF ANCHORAGES AFTER CONCRETING
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The specifications, information and performance of the products manufactured by 
CCL and featured in this publication are presented in good faith and believed to be 
correct. Details may be changed without notice. CCL makes no representations or 
warranties as to the completeness or accuracy of the information. Information is 
supplied upon the condition that the persons receiving same will make their own 
determination as to its suitability for their purposes prior to use. In no event will CCL 
be responsible for damages of any nature whatsoever resulting from the use of, or 
reliance upon, information contained in this document. CCL accepts no liability for any 
errors or omissions therein.
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